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INSTALLATION INSTRUCTIONS
Rear Sway Bar
Thank you for purchasing a quality Hellwig Product.
PLEASE READ THIS INSTRUCTION SHEET COMPLETELY BEFORE STARTING YOUR INSTALLATION

SAFETY: BEFORE BEGINNING INSTALLATION BE SURE TO SET THE PARKING BRAKE AND CHOCK THE
WHEELS.
TORQUE TABLE
Bolt Size 3/8”— 35 ft lbs * Bolt Size 7/16”— 45 ft lbs* Bolt Size 1/2”—75 ft lbs *Bolt Size 9/16”— 90 ft lbs

1. Jack vehicle up slightly by the frame to ease the removal of the factory bar and the installation of the new
Hellwig sway bar.
2. Remove factory rear sway bar leaving the factory end links attached to the frame. Keep the factory hardware since some of it will be reused.
3. Place the bar with the hump over the differential and attach the ends to the end links reusing the factory
nuts as shown in Photo 1 and 2.
4. Lubricate the insides of the D-shaped polyurethane bushings and place them on the Hellwig sway bar.
Then place the U-plates over the bushings.
5. Bolt the U-plates to the stock location using the factory bolts as shown in Photo 3. Leave loose at this
time.
6. Make sure the bar is centered on the axle and torque the U-plate bolts.
7. Lower vehicle so full weight is back on the wheels.
8. Bounce the vehicle checking for clearance on all under carriage components: fuel tank, shocks,
exhaust, differential, brake and fuel lines, etc.
9. Test drive the vehicle and recheck all clearances and the installation alignment. Adjust as needed. Recheck your installation after one week of driving and periodically on a regular basis.

ATTENTION INSTALLER: PLEASE MAKE SURE CUSTOMER RECEIVES THIS INSTRUCTION
SHEET, ALL IMPORTANT NOTE CARDS, WARNING CARDS AND THE WARRANTY FORM
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